
Destainex-LF was specifically formulated for the wine industry to clean wine related soil and 
neutralize microbial contaminants. This formulation removes protein and color stains via an 
oxidation process, and this non-hazardous fully ‘built’ cleaner rinses freely from equipment 
with a single pass rinse. Destainex-LF is compatible with all ScottCart PES (polyethersulfone) 
and PP (polypropylene) filter media; it’s non-corrosive, non-tainting to wine and cider and is 
fully biodegradable.

STEP 1: 
PREPARATION OF CLEANING SOLUTION
Add Destainex-LF to warm, moving water of approximately 104°F to 140°F (40°C–60°C). Mix with a perfo-
rated paddle or with a motor impeller in a tank or container to provide the solution volume, and allow the mixture 
to clarify (this takes only a few minutes) before circulating it through your filter housing containing the filters. 
Excessive foaming may occur if the solution is not in full mixture. Recommended dosages are 0.75 – 1.5% v/v. 

STEP 2: 
CLEANING 
Circulate at moderate pressure through the entire system to clean, making sure that the housing is properly 
vented. To force cleaning solution into all of the pores, the outlet valve can be slightly closed to bring the outlet 
pressure up to between 3psi-5psi for a few seconds. 

Cleaning at lower or higher temperatures won’t improve the cleaning capability of the chemical. Protein char film 
is not expected to be present if the process is conducted with Destainex-LF on a regular basis. After the cycle, 
drain the solution and thoroughly conduct a single pass rinse with clean water and again, bring the backpressure 
up to between 3psi-5psi to ensure proper rinsing. Be sure to pH test the waste water stream with a digital meter 
or paper pH test strips from time to time to ensure that the waste stream is approximately pH 7.0/neutral. 

If the rinse water pH is at 8 or higher, you need to do an additional rinse or follow this cleaning up by using an 
acid rinse like StarSan or Peracetic acid, both of which are sanitizers. Inspect and repeat if necessary.

NOTE: The above procedures only apply to ScottCart cartridges. For ScottCart storage solutions, please con-
sult our article on cartridge storage. 
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